Europe Supplier
1 The PSGT Helmet @ Euro 295.00 each delivered by truck to Poland
2 The Plates Level IV Standalone @ Euro 240.00 delivered by truck to Poland3 The Plate carrier @ Euro 234.00 delivered by Truck to Poland.
We can deliver 5000 of each, every 10 days, Absolute Top Quality manufacturer.
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[ TECHNICAL SPECIFICATIONS

Model/ Type: PASGT HELMET

Protection Level: Il1A per NIJ
Against threats 9x19mm FMJ RN, .44 Magnum SJHP STANAG 2920 1.1FSP

V50 2620m/s (2034 ft/s)

Weight: 1.35kg (Medium Size)

Available sizes: Medium, Large

Available colors: Black, Navy Blue

Guarantee: 7 years (Helmet)/ 3 years (Parts)
ADDITIONAL DATA

Cuts: Low-Middle &High Cut

Harness system: 5-point

« 7-partfoam suspension system with antibacterial fabric
* Special paint for sealing & protection against UV radiation
* Strap system to hold chin with release buckle
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BALLISTIC PLATE
STAND ALONE IV
SINGLE CURVED PER NIJ 0101.06

Our plates are made in under 1SO
9001 & 14001 quality assurance procedures
using high performance materials only that
ensure consistency and reliability.

Plates are of lighter weight than the prescribed
specification at 295 + 0.05 kg for the
front/back and at 1.20 + 0.05 Kg for the sides.

The ceramic material used is Silicon Carbide

with @ minimum surface area of:

+ 725 cm? for the frontback plates (the
actual surface area is 740 cm? instead of
the 717 cm? required);

+ 325 cm? for the side plates (the actual
surface area is 327 cm? instead of the 319
cm? required).

The density of the SIiC is very high at 3.07 +
0.02 glem® which makes it an extremely robust
construction  outperforming NI 06 LIV
requirements.
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CHNICAL SPECIFICATIONS

Model / Type: MC4

Protection Level: Level IV per NIJ 0101.06 Special Threats as follows:
7,62 X 63 mm type AP M2 (878 m/s + 9 mls)
7,62 X 39 mm type API (725 m/s £ 9 m/s)
7,62 X 54 mm type R-B-32 API (854 m/s + 9 m/s)
7,62 X 39 mm type MSC (725 m/s £ 9 m/s)
7,62 X 39 mm type Ball (725 m/s £ 9 m/s)

Certification:  AITEX (SPAIN)
Accredited and Certified Laboratory

Curvature: single curved
Material resistance to temperature : -30°C to +55°C
Weight & size: Max 3 Kg (10"x12")
Color: Black

Thickness: Max. 2.5 cm
Guarantee: 10 years

Extra Characteristics

Q Design with anatomical cut in the upper corners for range of motion in aiming position
Q Specially treated outer surface to avoid injury to the user from fragments

Q With the two lower corners curved to minimize wear of the carrier case
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