
                            
             
                            

                              
 

  

 

 

 

IRAQI BASRA LIGHT CRUDE OIL SPECIFICATION 
 

If the specification of the product as per inspection for Iraqi Basra Light Grade fails to 
conform with the light Crude Oil specification, as agreed to in the contract, the price per 
barrel shall decrease by USD 0.02 (two United States Cents) for each 1/10th (one tenth) of a 
percent above 0.15% wt., Sulphur for the Crude Oil.  

 

QUALITY AND GRADE: 
 

The quality of this product shall be regular Basra Crude Oil. 

  Specific Gravity @ 15.60 c  0.859  

  API     33.45 MAX 

  Water and sediment content  0.2% Max 

Pour point    .35 

Reid vapor pressure   nil 

Sulphur content wt%   1.2,1.5 

Salt ib 100.00 Brt   8 Max 

Carbon residue wt%   nil 

Water vol    0.1% vol. 

Ash content   Wt %                            Nil 

Asphalt content Wt %                        Max 1 

ASTM distillation I.B.P C                  3.7 deg 

Recovery at 50 deg Vm % min           0.8 

100 deg                                                0.8 

200 c deg                                             .37 

250 C deg                                            .37 

300 deg                                                .45 

 

Note: All specifications are as obtained with  Basra Crude 

 

 

 

                       
 


