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 1989 EMB 120 ER

Serial Number 120 147

Registration HK 5013
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AIRFRAME:

39747.1 Hours Since New
44513.0 Landings

ENGINES: PW118A

Left: Serial Number PCE115688
Right: Serial Number PCE115689

25288.7 Hours Total Time
26926.1 Hours Total Time

27000 Cycles
29377 Cycles

PROPELLERS: 14RF-9

Left: Serial Number 20020213
Right: Serial Number 20010914

N/A Hours Total Time
N/A Hours Total Time

190.3/9.5 Hours Since Overhaul/ Months
818.0/22.6 Hours Since Overhaul/ Months
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	AVIONICS:
	
	

	VHF: COLLINS VHF22A (QTY:2) ADF: ADF-60A
(QTY:2)

VOR: VIR-32
(QTY:2)
	TCAS II V7.1: TTR-4000 (QTY:1) EGPWS:HONEYWELL

MARK VI
(QTY:1)
	TRANSPONDERS:

TDR94D
(QTY:2) ELT:406AF(406MHz) (QTY:1)

	DME: DME-42
	(QTY:1)
	CVR: 980-6020-001
	(QTY:1)
	GPS: GTN625

WAAS CAPABLE
	(QTY:1)

	RADAR: WXT-250B
	(QTY:1)
	FDR 980-4700-042
	(QTY:1)
	MFD: AVYDINE EX600

ENTEGRA
(QTY:1)
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INTERIOR: 30 Passenger Seats Configration, Forward wardrobe, AFT Galley With Heaters Installation and Trolley (No Coffe Makers Provided), AFT Toilette & Overhead Bins, Class “D” Cargo Compartment, Flight Attendant Seat And Jump Seat.

EXTERIOR: White fuselage, orange tail and orange engine nacelles

NOTES:

· Engine operated by SARPA are under an “on condition” program approved for SARPA. Approval must be obtained for a new operator intending to operate under the same program in accordance to engine maintenance manual.

· Specifications subjected to change without notice. Data are representative of airplane status the date of issuance of this specifications.

LANDING GEAR: N/A 
MAINTENANCE: N/A 
2ePERFORMANCE: N/A
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