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OPERATIONAL SETTINGS AND PARAMETERS MT 50T SRH

1 OPERATIONAL CONDITIONS

Min. Max.

2 OPERATIONAL PARAMETERS

2.1 FLOW AND PRESSURE 

1 2 3 4 
Flow m³/h 5,2 5,2 3,1 2,1 
Pressure bar 0 54 53,7 0 
TDS (ppm) 35703 35706 59393 175 
P&ID PI-2050 FI-2060 



2.2 PRODUCT CAPACITY

NOTE!

2.2.1 FEEDWATER TEMPERATURE

graph 1. Capacity vs. temperature

graph 2. Pressure vs. temperature
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2.2.2 FEEDWATER SALT CONTENT

graph 3. Pressure vs. Salt content
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[ENWA Production AB]

EC DECLARATION OF CONFORMITY FOR 
MACHINERY

Original

Directive 2006/42/EC, Annex II 1A

Manufacturer (and where appropriate his authorised representative):

Company:

Address:

Representative:

Address:

Hereby declares that:

Type of machinery:

No. of machinery:

Complies with the requirements of Machinery Directive 2006/42/EC.

Complies also with applicable requirements of the following EC directives:

2004/108/EC, EMC, 2006/95/EC, LVD, 97/23/EC, PED 

Where appropriate, notified body (EC type-examination/full quality assurance system)

Enwa Production AB

Importgatan 21, 422 46 Hisings Backa

MT 50T SRH

9000010447, 9000010448, 9000010449

The following harmonized standards have been applied:

EN ISO 12100:2010 Safety of machinery - General principles for design - Risk assessment and risk reduction, EN 
60204-1:2006 Safety of machinery - Electrical equipment of machines - Part 1: General requirements, EN ISO 
13857:2008 Safety of machinery - Safety distances to prevent hazard zones being reached by upper and lower 
limbs, EN 349:1993+A1:2008 Safety of machinery - Minimum gaps to avoid crushing of parts of the human 
body, EN 50 081-1, EN 50 081-2  EN 50 082-1, EN 50 082-2

The following other standards and specifications have been applied:

Authorized to compile the technical file:

Name:

Address:

Signature:
Place and date:

Signature:

Name:

Position:

Daniel Madsen

Importgatan 21, 422 46 Hisings Backa

Hisings Backa 2013-12-02

Bengt Hillemyr

VD





Copyright ©  ENWA AB
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